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PLAN

%- PROPOSED LOCATIONS FOR TRANSVERSE JOINTS SHALL EXACTLY MATCH
THE ALIGNMENT OF THE FINAL (EXISTING OR RELOCATED) TRANSVERSE
JOINTS IN ALL IMMEDIATELY ADJACENT LANES.

NOTES: ). WHEN REPAIRING EXISTING TRANSVERSE JOINTS, THE PATCH SHALL EXTEND A MINIMUM OF 24"(600)
THROUGH THE EXISTING JOINT, WHICH WILL RELOCATE THE JOINT.
2). PROPOSED LOCATIONS FOR TRANSVERSE JOINTS, WHEN NOT ALIGNED WITH THE FINAL EXPECTED
TRANSVERSE JOINT LOCATIONS IN THE IMMEDIATELY ADJACENT LANES, SHALL BE OFFSET A MINIMUM
OF 24"(600) FROM THE AFOREMENTIONED JOINTS.
3). THE LONGITUDINAL JOINT ALIGNMENT SHALL BE STRAIGHT AND
CONTINUOUS THROUGH THE REPAIRED AREA.

FULL DEPTH PATCH

,\\ DELAWARE PCC. PAVEMENT PATCHING APPROVED %m"“' :644:-;% cfrgfor
Ig DEPARTME ¢

NT OF TRANSPORTATION | sTANDARD No. ~ P-2 (200D SHT. 1 OF 5 RECOMMENDED QQM v

DESIGN ENGINEER

047187200



